

















































































Size 0.25 0.135 0.085 0.064 0.079
R Red Ignition R Red Ignition R Red Ignition R Red Ignition R Red Ignition
Wraps (Ω) (s) (s) (Ω) (s) (s) (Ω) (s) (s) (Ω) (s) (s) (Ω) (s) (s)
3.5 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ 0.3 3 6.7 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐
4.5 0.3 6.6 21.8 0.3 4.1 12 0.3 2.5 5.8 0.2 3.1 6.5 0.3 4.4 12
5.5 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ 0.3 4.1 10.1 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐
8.5 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ 0.3 6 17.8 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐
12.5 0.4 24.7 33 0.4 8.9 31.5 0.4 7.4 53.7 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐
16.5 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ 0.5 10.1 73.4 ‐‐ ‐‐ ‐‐ ‐‐ ‐‐ ‐‐





R Red Ignition R Red Ignition
Period (Ω) (s) (s) (Ω) (s) (s)
3.5 0.3 8.3 125.6
4.5 0.3 8.3 61.1
4.5 Edge 0.3 7.5 53.1
3.5, 10V 0.3 2.6 7.5
Straight
Voltage Width R Red Ignition
(V) (in.) (Ω) (s) (s)
6 1.375 0.2 2.7 6
6 1.375 0.2 2.9 7
6 0.75 0.2 2.9 7.5
6 0.75 0.2 2.7 5.6
6 1 0.2 2.3 4.7
6 1 0.2 3.2 8
Straight
Voltage Width R Red Ignition
(V) width (Ω) (s) (s)
8V 1 0.2 2.2 5.7
10V 1 0.2 1.6 2.8
10V 1 0.2
9V 1 0.2 1.8 3.4
9V 1 0.2 2 3.6
Ignition Times Using Standard Power Supply – 6V
Ignition Times Using 
Auxiliary Power Supply
Power Supply Configuration
• Constant power supply
• Standard 6V requires time to ignite
• Oxidation of heating element
• Auxiliary power supply
• Increased voltage
• Quick ignition
• Short life
• Too high – inability to maintain combustion
• Programmable curve
• Ignite sample quickly
• Lower voltage extends life
• Correlation to the time standard igniter is on
• Volatilizes to aid in sustaining combustion
Surface Ignition Variability
Flame
Buoyant Convective 
Flow
Heat 
Removal
Surface Ignition
Flame
Buoyant Convective 
Flow
Surface Ignition w/ 
Flame Penetration
Sample/Igniter 
Orientation
ULOI/MOC Results
• All tests performed using PMMA as fuel
• No failures attributed to the K‐10 ignition failure criteria
• Four test series
• Surface Ignition
• 0.0625” – ULOI = 17.53%, MOC = 17.08%
• 0.125” – ULOI = ~17.5%, MOC = ~17%
• Edge Ignition
• 0.0625” – ULOI = 15.62%, MOC = 15.11%
• 0.125” – ULOI = 16.23%, MOC = 15.06%
Conclusions
• Surface ignition variability
• Back face cools flame
• Flammability results dependent on burn through
• Edge ignition
• Provides configuration independent evaluation
• Finer resolution of test data
Future ULOI/MOC Work
• Thinner samples (films)
• Other materials 
• LDPE
• Polycarbonate
• Nomex
• 1:1 with Standard test configuration 
